Current Rating:

2 Amps

Insulator Resistance: 5000 Megohms min
2.0 * No.of Contacts/2 +2.65 Contact Resistance: ~— 20m ohms max.
o Dielectric Withstanding: 500 vV AC
O| o Operating Temperature: . 4" ~ 4+85° C
NN Max Processing Temp: 230" C for 60 seconds
= Max Processing Temp: 260" C for 10 seconds
V o Contact Material: Copper Alloy
E E E © Insulator Material: Polyester,UL 94V-0
G FTTETT F9TTTTTIIIeY - Ptandard: Rylon-61
m Finish: Gold Plated
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: Mu_umomv:oﬂ Bronze “\HM_M;H H_J over um.o”m__ 150u” G=Gold 10u” 8. Noow_s._muv mv mwyzwowwﬂﬂ INC PART NO | BH29NX-XXDOBKX000X +M.mw +v%vwmo .W%MMAO
= brass =Bright Tin over Nicke J=Gold 10u”,Matte Tin 100u” = fube ‘ i S e
. Circuits: 14~50 pin C=Gold Flash L=Gold 15u” C = Tray 1:  BH26N-XXBKHO - : :
. Taill Style: F=Gold Flash,Matte Tin 100u” M=Gold 15u"Matte Tin 100u” N = Top & Reel | OM[2: QT-0.5X8.70BN WMM@MMM wMMMMvo Nﬂ%mﬁ g \Mq mmymm ww
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. Color: BK=Black B=Cold 3u".Matte Tin 100u V=Gold 30u”.Matte Tin 100u” TEL:(02)86481727 FAX:(02)86482427 [APPROVAL BY UNIT: m.m




