Current Rating: 3 Amps > 2.54 X (No.of Contacts/2-1)
Insulator Resistance: 5000 Megohms min a
Dielectric Withstanding: 1000 VAC SRR e
Contact Resistance: 20 m ohms max. f T — 1] ]
Operating Temperature: - 40" ~ +105° C
Contact Material: Copper Alloy 2.54 X (No.of Contacts/2)+19.10
Insulator Material: Polyester,UL 94V-0
Standard: PBT
Finish: Gold Plated or Duplex Plated L _
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1. Insulator Material: 6. Contact Plated: ) E=Gold 5u”,Ni 50u” ®:LF14X-XXNNGRX000-2007/06/04-C
4= P.B.T. Coxoc Logo T=Matte Tin over Nickel " G=Gold 10u”
2. Circuits:10 ~ B4pin YoBrahe Tin over Nickel %47 J=Gold 10u”Ni 50u” mv CONN 1OP PARTNO | LFI4-XXNNGRX000 | /X, [ X% |-XXX
3. N= W/0 EAR C=Gold Flash i yulwo_m f@@c:: N sou” COMPONENT INC. 0.3 | £0.20 | £0.100
4. N= W/O Latch N=gold Hash.Ni S0u Voo 3007 " O w. LFLEXXGRIN DRAWING NO LF-00009 | EDITION: €1 | ITEM: LF
5. Color: BK=Black B=Gold 3u”Ni 50u” V=Gold 30u”Ni 50u" e DRAWN BY GARY 2007/12/03 |SCALE: 1.1
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