Current Rating: 3 Amps 5 2.54 X (No.of Contacts/2-1)
Insulator Resistance: 5000 Megohms min N
Dielectric Withstanding: 1000 VAC e e ceoensoooonooose
Contact Resistance: 20 m ohms max. f S = tﬂuﬂ
Operating Temperature: - 40" ~ +105° C
Contact Material: OO@UQ, >Eo< 2.54 X (No.of Contacts/2)+19.10
Insulator Material: wowm@mm@%%hmwﬁ\-o 2,54 X (No.of Contacts/2-)+6.20
Finish: Gold Plated or Duplex Plated 7
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1. Insulator Material: 6. Contact Plated: D=Gold 5u 7. MUmOmD_ OU.EOJM ®:LF1XX-XXNLGRX000-2007/06/04-C
A= P.B.T. T=Matte Tin over Nickel E=Gold 5u”,Ni 100u” 8. Packing CONN TOP
o . - . : " G= » . ing: X XX | XXX
2. Circuits:10 ~ 64pin  W=Matte Tin over Nickel 150u” G=Gold 10u° i PART NO | LF1A-XXNLGRX000C .
3 Ne W/O EAR Y=Bright Tin over Nickel J=Cold 10u”Ni 100u C= Tray - COMPONENT INC. 03| £0.20 1 £0.100
4 L= Long Latch C=Gold Flash L=Gold Tou' I LFIAXXGRHBN DRAWING NO LF-00012 | EDITION: €2 | ITEM: LF
N=Gold Flash,Ni 100u” M=Gold 15u”,Ni 100u BOM[z  LFIA-XXGRMO
5. Color: BK=Black A=Gold 3u” U=Gold 30u” P00l 4 tancorer | PRAWN BY GARY 2009/02/18 |SCALE: 1:1
GR=Gray B=Gold 3u”,Ni 100u” V=Gold 30u”,Ni 100u” TEL:(02)86481727 FAX:(02)86482427 |APPROVAL BY UNIT: m.m




