2.54 X (No.of Contacts/2-1)

Current Rating: 3 Amps

Insulator Resistance: 1000 Megohms min

Dielectric Withstanding: ~ AC 500 V ﬂﬁﬂ_“ seseessanaco s “ﬂuﬂ
Operating Temperature: 40" ~+85°C - — -
Contact Material: Copper Alloy

Insulator Material: Polyester,UL 94V-0 2.54 X (No.of Contacts/2)+19.10

Standard: PBT

. 2.54 X (No.of 2-)1+6.2
Finish: Gold Plated or Duplex Plated >4 & (No.of Contacts/2-)+6.20
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1. Insulator Material: 6. Contact Plated: E=Gold 5u”,Ni 50u” ®:LFIXX-XXNSGRX000-2007/06/04-C
A= PBT. Vot T e Nkl 150y 6=Cold 10u CONN TOP X X | xx
R , =Mc ! ( J=Gold 10u”,Ni 50u” : :
2. Circuits:10 ~ 64pin = ’ LF1A-XXNSGRX000 +
N P Mnmwm&:mﬂ_r_._m:: over Nickel | —cold 154" mv COMPONENT INC. PART NO +0.2 0.2 | 102
4. S= short Latch N=Cold Flash,Ni 500u M=soud 15u Ni 50u o AR DRAWING NO | LF-00014 | EDITION: CI | ITEM: LF
= . " 2 LFIA-XXGRMO
5. Color: BK=Black B=Gold 3u”,Ni 50u” V=Gold 30u”,Ni 50u STFroonol % Lincores | PRAWN BY GARY 2007/12/03 [SCALE: 1:1
GR=Gray D=Gold Su 7. Special Options TEL:(02)86481727 FAX:(02)86482427 |APPROVAL BY UNIT: m.m




