A Current Rating: 3 Amps
Insulator Resistance: 5000 Megohms min
Contact Resistance: 20 m ohms max
] _ Dielectric Withstanding: 1000 VAC
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PEREEAEE FEREE Ve Max Processing Temp:  230° C for 60 seconds
] 4.50 — Max Processing Temp: 260" C for 10 seconds
aia) Contact Material: Copper Alloy
7 m - Insulator Material: Polyester,UL 94V-0
B c 2 o|  Finish: TinGold Plaed  Standard: Nylon-6T
— ] _ \ ! 0 _A/r Standard:Gold Flash all over
~ _ E E 00 N CONTACTS |10 pin |12 pin |14 pin |16 pin |20 pin |24 pin
T IDI © A 31.90 34.60 36.98 39.52 44 60 49.68
E Q_ _ D A _ B 10.16 12.70 15.24 17.78 22.86 27.94
FEDEEFHOEE HHEHHEE [0.12 =] —JJ = C 18.00 | 20.54 | 23.08 | 25.62 | 30.70 | 35.78
» CONTACTS | 26 pin (30 pin | 34 pin | 40 pin | 50 pin
2. .54 A 52.15 | 57.40 | 62.38 | 70.00 | 82.70
S O 0.64 Dim.A H O . “wO B 30.48 | 3556 | 40.64 | 48.26 | 60.96
1 C 38.32 43.40 48.48 56.10 68.80
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(RoHS Compliant)

1. Insulator Material:
N= Nylon—6T

2. A= Phosphor Bronze
Blank:=Brass

3. Circuits: 10~50 pin

4. Taill Style:

DL= SMD Long Latch
5. Color: BK=Black
GR=Gray
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. Contact Plated:

T=Matte Tin over Nickel
W=Matte Tin over Nickel
Y=Bright Tin over Nickel
C=Gold Flash
F=Gold Flash,Matte Tin 100u”

A=Gold 3u”

B=Gold 3u”,Matte Tin 100u”

D=Gold 5u”

150u”

7.
8.

E=Gold m:::z_oﬁm Tin 100u”
G=Gold 10u
J=Gold 10u”,Matte Tin 100u”
L=Gold 15u”
M=Gold 15u”,Matte Tin 100u”
U=Gold 30u”
V=Gold 30u”,Matte Tin 100u”

Special Options
Packung: C= Tray
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@®: Circuits: 10~64 pin-2008/04/28-C1
®:LHINX-XXDLBKX000-2007/06/08-C
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mv COMPONENT INC. PART NO | LHINX-XXDLBKX000C | 103 | 020 |+0.100
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