Current Rating and Voltage: 1 Amps 250V AC (r.m.s)

- 1.27* No. of Contacts/2 -1.27, Insulator Resistance: 5000 Megohms min
= 5 Pin-2 Contact Resistance: 20 m ohms max
- Dielectric Withstanding: SOQ V AC )
Operating Temperature: - 40" ~ +105" C
ponnnnonnnan Max Processing Temp: 230" C for 60 seconds
| IE Max Processing Temp: 260" C for 10 seconds
TUUUUUUUU T q% Contact Material: Phosphor Bronze
= Insulator Material: High Temperature
[ Plastic,UL 94V-0
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P3 X 44 P - 2 XX D2 BK X 000 B ©®:P3N44P-2XXD2BK X000B-2011/02/18-C4
(RoHS Compliant) T 7 _3 T —5 g —7 g @:2.05-2009/07/02-C3
©:P3N44P-2XXD2BKX000-2008/01/21-C2
®:P127T-153816D-(22~100pin)-2007/12/14-C1
1. Insulator Material: 3. Per ROW 03 ~ 50 Pin 6. Contact Plated: 7. Special Options ®:BOM-2007/04/09-C ®:01.20 $ERFBIE-2014/07/08 - C5 |
C=Gold Flash X XX XXX
B= Nylon-9T 4. Taill Style: g 8. Packing: CONN TOP PART NO |P3X44P-2XXD2BKX000B
. Taill Style: A=Gold 3u COMPONENT INC +0.3 | £0.20 |0.100
N= Nylon-6T D2=With Peg D=Gold 5u" B= Tube ’ - - -
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