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1. Insulator Material:
A=PB.T
N= Nylon-6T
2. Circuits: 02 ~ 12 pin
3. Taill Style:
RO=Right Angle
4. Color: BK=Black

YE=Yellow
GN=Gran

1 2 3

5. Contact Plated:
T=Matte Tin over Nickel

W=Matte Tin over Nickel 150u"

Y=Bright Tin over Nickel

C=Gold Flash

F=Gold Flash,Matte Tin 100u"

A=Gold 3u"

B=Gold 3u",Matte Tin 100u"

D=Gold 5u"

E=Gold 5u",Matte Tin 100u"
G=Gold 10u"

J=Gold 10u",Matte Tin 100u"
L=Gold 15u"

M=Gold 15u",Matte Tin 100u”
U=Gold 30u"

V=Gold 30u",Matte Tin 100u"
N=Gold flash Ni

6. Special Options

Current Rating:
Insulator Resistance:
Contact Resistance:

Dielectric Withstanding:
Operating Temperature:

Contact Material:
Insulator Material:

3 Amps

5000 Megohms min

20 m ohms max

1000 V AC

-40" ~+105°C

Copper Alloy

Polyester,UL 94V-0
Standard: PBT

Finish: Gold Plated or Duplex Plated
Standard: Gold Flash all over

Note:

Duplex Plating: Gold Plated on contact area,
Tin on solder area

Insulator Material:

Max Processing Temp:
Max Processing Temp:

Polyester,UL 94V-0
Standard: Nylon-6T

230" C for 60 seconds
260° C for 10 seconds

No.of : : No.of : ’

Q Pins/Row Dim.C | Dim.B Pins/Row Dim.C | Dim.B

02 7.59 2.54 08 22.83 17.78

03 10.13 5.08 09 25.37 20.32

04 12.67 7.62 10 2791 22.86

05 15.21 10.16 11 30.45 25.40

06 17.75 12.70 12 32.99 27.94

07 20.29 15.24
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